
SIKASWELL S2 BEAD (as per PDS)

(min.75mm Reinforced Concrete cover)

SIKA MONOTOP 130 SEAL

SIKA WATERTIGHT CONCRETE

SIKASWELL S2 BEAD (as per PDS)

(min.75mm Reinforced Concrete cover)

Void filled with SIKA MONOTOP 130 SEAL GROUT

SIKA WATERTIGHT CONCRETE

Cored hole diameter should be a minimum of

50mm greater than the pipe outside diamension
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SIKA WATERTIGHT CONCRETE ONLY RECOMMENDED

WHERE DESIGN CRACK WIDTH IS 0.3MM OR LESS

SUITABLE QUALIFIED AND EXPERIENCED ENGINEERS OR

ARCHITECTS SHOULD CARRY OUT THE DESIGN AND SITE

SUPERVISION OF BELOW GROUND STRUCTURES

NOTE : ALL INFORMATION PROVIDED ON THIS DRAWING

IS SUBJECT TO THE TERMS AND CONDITIONS OF SALE OF

THE COMPANY
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SIKA WATERTIGHT CONCRETE -

WITH SIKASWELL THROUGH WALL PENETRATION DETAIL FOR POST-CORED APPLICATION

The information contained herein and any other advice are given in good faith based on Sika's current knowledge and experience of the

products when properly stored, handled and applied under normal conditions in accordance with Sika's recommendations. The information only

applies to the application(s) and product(s) expressly referred to herein and is based on laboratory tests which do not replace practical tests. In

case of changes in the parameters of the application, such as changes in substrates etc., or in case of a different application, consult Sika's

Technical Service prior to using Sika products. The information contained herein does not relieve the user of the products from testing them for

the intended application and purpose. All orders are accepted subject to our current terms of sale and delivery. Users must always refer to the

most recent issue of the local Product Data Sheet for the product concerned, copies of which will be supplied on request.

DRAWINGS MUST ALWAYS BE REVIEWED BY A DESIGN SPECIALIST AND IF NECESSARY MODIFIED TO ENSURE SUITABILITY FOR THE

SPECIFIC APPLICATION.

ALL DETAIL DRAWINGS ARE

FOR UK USE ONLY
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